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DUCATI SCRAMBLER ICON and URBAN ENDURO 2015
TAIL TIDY

Product Reference - 12259

Kit Contents

1 x Tail Tidy Mounting Plate A

1 x Licence Plate HolderB

1 x Reflector BracketC

1 x ReflectorD

1 x M6 - 12 Black Button HeadE

1 x M6 WasherF

2 x Mounting SpacersG

2 x M5 - 20 Black Button HeadsH

2 x M4 - 8 Black Button HeadsJ

2 x M8 WashersK

2 x Number Plate ScrewsL

2 x Number Plate NutsM

4 x M8 - 16 Black Button HeadsN

6 x Cable TiesO

2 x M5 - 12 Countersink ScrewsI
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Disconnect Number Plate light
and remove cable clip
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Remove Cable Clip

Remove Cable Tie

Remove Cable Clip
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Caution

Ensure Serated washer is
assembled between rubber

mounts and light
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Re-Route plate light wire back
through the frame.

Re-tie and cables that have been released
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OEM PART

Caution

Ensure plain OEM washer
removed in stage 6 is assembled
between the light and the bracket
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Caution

Feed the number plate light wire
through the gap in the undertray
ensuring it does not get caught
or trapped between the plastic
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Caution

Route the number plate light wire
up and through the frame

back to the main wiring loom

Caution

Feed the number plate light wire
on top of the undertray

in the small channel
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Caution

Ensure Spacers 'H' are installed
at the rear mounting

points only
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Re-connect Number Plate light
to the main wiring loom

OEM PART
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Reverse Stages
9 and 8



Reflector Bracket Installation
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After installation of your tail tidy ensure that the licence 
plate does not contact the rear tyre when 

suspension is fully compressed.
Ensure all electrics including indicators, tail light, brake light 

and licence plate light lights are working correctly 
before riding the motorcycle.

It is recommended that periodic inspections are made 
to ensure that all fixings are fully tightend. 
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